R Paulmann Licht GmbH
Safety Instructions < Info Quezinger Feld 2
1,2,3,4,5,6,7,8,11,12, 15, 16, 1 éi?;ir]sirlnge
19, 20, 22, 23, 24, 26, 28, 33, 34 www.paulmann.com

www.paulmann.com
Paulmann
952.96
952.94 - ‘ v
MA326) PSU 02/22 .
t+ ) / 952.95 952.06 |2 Y -
® ®
c UK @
1x 1x Li-Ion

D | — E | '!‘ EINK. 3,4, 5, 6
st




A

only use Lithium-Ionen-(Li-Ion)
1x CR2025 (3,0V 150mAH)
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Halogen bulb max 50W

Unlock dimmable LED bulb 50W
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Zugelassen fiir den Betrieb in allen Landern der
EU / Approved for operating in all European
countries

CE: Konform mit / in accordance with /
conformement a 2014/30/EU, 2014/53/EU
http://www.paulmann.com/de/de/b2b-haend-
ler-log-in.html

2,4 GHz -
2,4835 GHz

1] wo

doesn't apply for the geographical area within a
radius of 20km from the centre on "Ny Alesund"

Hiermit erkldrt Paulmann Licht, dass der Funkanlagentyp Art.-Nr: 952.94/95/96 der Richtlinie 2014/53/EU entspricht. Der vollstdndige Text der
EU-Konformitdtserklarung ist unter der folgenden Internetadresse verfiigbar: www.paulmann.com/ce
Funk-Frequenz 433 MHz Abgestrahlte Energie 100mW
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